
6'-0" O.C.

NOTE:
1. ALL GUARDRAIL TO BE POWDER COATED

BLACK. GROUND SMOOTH, TOUCH UP PAINT
AT FIELD WORK JOINTS.

2. SUBMIT SHOP DWGS FOR APPROVAL OF
ASSEMBLIES AND DESIGN.

3. OWNER TO SELECT POWDER COAT COLOR.
CONTRACTOR TO SUBMIT POWDER COAT
COLOR TO ARCHITECT FOR APPROVAL.

1
2" X 2" WROUGHT IRON FLAT BAR
TOP RAIL

1
2" X 2" WROUGHT IRON FLAT BAR
POST

1
4" AND 12" WROUGHT IRON BRANCH
THEMED PICKETS

WELD PLATE/MOUNTING BRACKET

CONCRETE RETAINING WALL

4" O.C. MAX

3'
-6

" 
M

IN
.

3"
 M

IN
.

SCALE:

GUARDRAIL TYPE II
3/8" = 1'-0"

2

6'-0" O.C.

NOTE:
1. ALL GUARDRAIL TO BE POWDER COATED

BLACK. GROUND SMOOTH, TOUCH UP PAINT
AT FIELD WORK JOINTS.

2. SUBMIT SHOP DWGS FOR APPROVAL OF
ASSEMBLIES AND DESIGN.

3. OWNER TO SELECT POWDER COAT COLOR.
CONTRACTOR TO SUBMIT POWDER COAT
COLOR TO ARCHITECT FOR APPROVAL.

1
2" X 2" FLAT BAR TOP RAIL
TOUCH UP PAINT AT WELDS

1
2" X 2" FLAT BAR POST - TOUCH
UP PAINT AT WELDS

1
8" X 1" FLAT BAR PICKETS -
TOUCH UP PAINT AT WELDS

WELD PLATE/MOUNTING
BRACKET

CONCRETE RETAINING WALL

4" O.C. MAX
3'

-6
" 

M
IN

.

3"
 M

IN
. 

&
LE

SS
 T

H
AN

 4
"

SCALE:

GUARDRAIL TYPE I
3/8" = 1'-0"

1

SCALE:

BASKETBALL GOAL (ALT #8)
NTS

7

NOTES:
1. BASKETBALL HOOP

SHALL BE BISON
BA873-BK 42X72
BREAKAWAY POLE.

2. POLE SHALL BE 6"
SQUARE WITH 3

16" WALL
CONSTRUCTION, TUBE
STEEL.

3. INSTALL PER
MANUFACTURER'S
SPECIFICATIONS.

4. POST TO BE POWDER
COATED BLACK.

5. VERIFY FINAL LOCATION
OF POST PRIOR TO
INSTALL.

GOAL POST - SEE
POST TENSION
DETAILS FOR
INSTALLATION OF
POST IN POST
TENSION SLAB

PLAY SURFACE

CONCRETE FOOTING
12"

39
"

48
"

10
'

42
"

72"
WEATHERED GNEISS ROCK
SELECTED BY
ARCHITECT/CONSULTANT 7-8' IN
DIAMETER MINIMUM - ERRATIC
BOULDER TO BE BURIED A
MINIMUM OF 13 THE SIZE OF THE
BOULDER AND PLACED FOR
STABILITY WITH NO MOVEMENT

SCALE:

ERRATIC - GNEISS
NTS

5

COMPACT SUBGRADE AS
REQUIRED

PLANTING AND LANDSCAPE
BOULDERS BEYOND STEPS

COMPACTED SUBGRADE

RECYCLED GRANITE SLAB STEP
FROM SALVAGED STREET CURBS -
STAGGER WIDTHS AS DIRECTED
IN THE FIELD BY LANDSCAPE
ARCHITECT - OWNER TO PROVIDE
GRANITE SLABS/CURBS TO
CONTRACTOR - CONTRACTOR TO
INSTALL - PLACE TO ENSURE
STABLE WITH NO MOVEMENT

COMPACTED BASE ROCK
- 6" DEPTH

SCALE:

RECYCLED GRANITE STEPS
NTS

6

MIN 9"

6"

OVERLAPSL
AB

 T
H

IC
KN

ES
S

MIN 12" -
MAX 16" TREAD
WIDTH

FINISH GRADE - OF
ADJACENT CONCRETE OR
POURED IN PLACE SAFETY
SURFACING

10' MAX.

48
"

12"

2-3/8" O.D. (SCH. 40) LINE POST.

1-5/8" O.D. (SCH. 40) RAIL TYPICAL.

9 GAUGE BLACK CHAIN LINK FABRIC WITH
2" MESH.
FABRIC FASTENERS AND SPACING PER MFR'S
RECOMMENDATIONS.

CONCRETE FOOTING. DEPTH
PER REGIONAL FROST LINE.

MAXIMUM 1" GAP BETWEEN BOTTOM OF
FENCE AND FINISH GRADE.
UNDISTURBED SUBGRADE, TYP.

36
"

DOME POST CAP.
2-3/8" O.D. (SCH. 40) END AND CORNER
POST.

SCALE:

4 FT. BLACK CHAINLINK FENCE
1/4" = 1'-0"

3

2-3/8" O.D. (SCH. 40) LINE POST.

1-5/8" O.D. (SCH. 40) RAIL TYPICAL.

9 GAUGE BLACK CHAIN LINK FABRIC WITH
2" MESH.
FABRIC FASTENERS AND SPACING PER MFR'S
RECOMMENDATIONS.

CONCRETE FOOTING. DEPTH
PER REGIONAL FROST LINE.

MAXIMUM 1" GAP BETWEEN BOTTOM OF
FENCE AND FINISH GRADE.
UNDISTURBED SUBGRADE, TYP.

DOME POST CAP.
2-3/8" O.D. (SCH. 40) END AND CORNER
POST.

18"

48
"

6'
-0

"

10' MAX.

SCALE:

6 FT. BLACK CHAINLINK FENCE
1/4" = 1'-0"

4

NOTES:
1. CONTRACTOR SHALL SUBMIT STAMPED STRUCTURAL ENGINEERED DRAWINGS/CALCULATIONS FOR

POST TENSION SLAB.
2. WITH PROPER EROSION CONTROL & WATER MANAGEMENT. THE COURT MAY BE SLOPED IN THE

OPPOSITE DIRECTION.
3. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
4. DO NOT SCALE DRAWING.

SECTION

OVERLAY ON SAND CUSHION &
POLYETHYLENE

SCALE:

POST TENSION POST INSTALL - ALT #8A
3/8" = 1'-0"

8

HOOP POST

5" POST-TENSIONED CONC. SLAB
OVERLAY OVER 2" SAND LEVELING &
THICKENED EDGE

30# FELT MATERIAL AROUND POST FINISH
WITH ELECTROMETRIC SEALANT TO
LEVEL AND SEAL GAPS

1/2" DIA. P/T STRANDS (CABLE)

4" NEW ADJACENT SIDEWALK WITH 8"
THICKENED EDGE  WITH #4 REBAR

EXPANSION JOINT

ANCHOR

DOUBLE LAYER OF POLYETHYLENE

SIZE FOOTING BASED ON HOOP
MANUFACTURER'S RECOMMENDATIONS

5"

12
"

4"8"

6"

6" COMPACT
CSTS 98%
STD.
PROCTOR

SCALE:

POST TENSION SLAB BLOCK OUT  - ALT #8A
NTS

9

PLAN VIEW

NEW POST-TENSIONED CONCRETE
SLAB

30# FELT MATERIAL AROUND POST AS
NEEDED - FINISH WITH
ELECTROMETRIC SEALANT TO LEVEL
AND SEAL ANY CAPS CREATED

NEW POST  REFER TO LAYOUT AND
MATERIALS PLANS FOR LOCATION

EXPANSION JOINT

ADJACENT CONCRETE SIDEWALK WITH
THICKENED EDGE

EXTENT OF THICKEND EDGE (12" WIDE)

SCALE:

BASKETBALL SEATWALL - ALT #8A & 8B
3/8" = 1'-0"

10

CONCRETE SEATWALL - 3500 PSI
CONC - SACK SMOOTH FINISH

1" CHAMFER

EXPANSION JOINT

#4 BAR AT 18" O.C.

#4 BAR AT 12" O.C.

ADJACENT FLATWORK/
COURT - SEE POST-TENSION
COURT DETAILS FOR
FLATWORK CONSTRUCTION
AT BASKETBALL COURT

#4 BAR CONT. AT 12" O.C.
#5 BAR AT 12" O.C.

1'
-4

"

2'
-6

"
FR

O
ST

D
EP

TH
6"

1'
-4

"

4'-0"

2'-0"

SCALE:

CONCRETE STADIUM STAIR - ALT 8A & 8B
1/4" = 1'-0"

11

16
"

24"

24"

CONCRETE RETAINING WING WALL
METAL HAND RAIL, TYP.

BASKETBALL COURT
SURFACING

CONCRETE STADIUM STAIRS

EARTH BERM GRADED
UP TO BACK OF SEATS

8"

12"
5'-0"

CONCRETE STADIUM SEATS SEE DETAIL #10, SHEET L6.3

VARIES - SEE LAYOUT PLANS

CONTROL JOINTS 8FT. O.C
CENTERED FROM ENDS, TYP.

SCALE:

REMOVABLE GUARDRAIL MOUNTING PLATE
3" = 1'-0"

12

1
2" X 2" FLAT BAR POST OF GUARDRAIL - SEE SHEET

L6.3 DETAIL #1.

1
4" STEEL SLEEVE WELDED TO MOUNTING PLATE.

INTERIOR SLEEVE DIMENSIONS 12" X 2" TO ALLOW FOR
FLAT BAR GUARDRAIL POST.

TAMPER RESISTANT 38" X 2-3/4" SS CONCRETE SLEEVE
ANCHOR BOLTS (4 PER PLATE).

6" X 6" X 38" STEEL MOUNTING PLATE. SURFACE
MOUNT ON CONCRETE.

1
4" X 1-1/2" SS HEX BOLT W/ SS WASHER & SS HEX

LOCK NUT (2 ASSEMBLIES PER PLATE).

3
8"

4"

WELD SLEEVE TO BASE PLATE.

6" 6"

NOTES:
1. GUARDRAIL MOUNTING PLATES TO BE POWDER COATED TO MATCH THE

COLOR AND FINISH OF THE GUARDRAILS. COLOR SHALL BE BLACK.
2. CONTRACTOR TO PROVIDE LANDSCAPE ARCHITECT FINAL SHOP DRAWING

PRIOR TO FABRICATION.
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SCALE:
RETAINING WALL AT OVERLOOK SECTION

NTS
1

FG 1891.0

POURED IN PLACE FALL SURFACING,
SEE DETAIL 3/L6.1

SOIL BACKFIL

SCULPTURAL GFRC CLIMBING WALL
MECHANICALLY FASTENED TO
CONCRETE RETAINING WALL - GFRC
CONTRACTOR TO SUBMIT SHOP
DRAWINGS

GUARDRAIL METAL PLATE AND BOLT
ANCHORS

GUARDRAIL TYPE II, SEE DETAIL 2/L6.3

REINFORCED RETAINING WALL,
SEE STRUCTURAL DRAWINGS

FLOWER CHIMES PER MANUFACTURER'S
SPECIFICATIONS

TUNED DRUMS PER
MANUFACTURER'S SPECIFICATIONS

ARTIFICIAL TURF FALL
SURFACING, SEE DETAIL
1/L6.1

PLANTING AREA, SEE PLANTING PLAN

6" W X 12" H CONCRETE CURB
SEE DETAIL 3 SHEET L6.0

PERFORATED DRAINAGE PIPE BEHIND
ENTIRE LENGTH OF RETAINING
WALL, SEE STORMWATER PLANS

1/2" WASHED DRAIN ROCK WRAPPED
IN GEOTEXTILE FABRIC

SCULPTURAL GRFC OUTCROP BEYOND

SEE STRUCTURAL DRAWINGS FOR
FOOTING REQUIREMENTS

COMPACT CRUSHED SURFACING TOP
COURSE

SCALE:
STAIR AT PLAYGROUND LOOKING SOUTHWEST

NTS
2

CONCRETE STAIR CHEEK WALL

4.5" CONC. SLAB WITH 8"
THICKENED EDGE &
DOWELED EXP. JOINT AT
TOP STAIR

COMPACTED 3/4" MINUS
CRUSHED AGGREGATE, TYP.

COMPACTED SUBGRADE PER
STRUCTURAL

SCULPTED GFRC - GFRC TO WRAP OVER WALL AND
COVER APPROX. 50% OF WEST STAIR CHEEK WALL

CONC. SLAB TO MATCH MANUFACTURER'S
POURED IN PLACE SPECIFICATIONS WITH 8"
THICKENED EDGE & DOWELLED EXP. JOINT
AT BOTTOM STAIR - SEE GRADING PLAN FOR
BOTTOM OF STAIR ELEVATION

POURED IN PLACE
PLAYGROUND
SURFACING, SEE
DETAIL 3/L6.1

3'
-0

" 
TY

P.

10
" 

TY
P.

2'
-0

" 
TY

P.

1'-0" TYP.

15"

1-1/2" HANDRAIL, SEE DETAIL 9/L6.2
(POWDERED COATED BROWN TO MATCH
GUARDRAIL) - SUBMIT COLOR FOR APPROVAL

HAND RAIL BRACKETS
SECURED TO CONCRETE
CHEEK WALL - SUBMIT
ATTACHMENT SHOP DRAWING
FOR APPROVAL - (POWDER
COATED BROWN TO MATCH
GUARDRAIL) - SUBMIT COLOR
FOR APPROVAL

CONCRETE FOOTING #4 BAR AT
18" O.C. EA. WAY, TYP.
3500 PSI CONCRETE STEP WITH #3
BAR AT NOSE, 1" BATTER AT
STAIR BASE, 1/2" RADIUS AT
NOSE, TYP.
FILTER FABRIC AS SPECIFIED BELOW CSTC

ARTIFICIAL TURF SAFETY
SURFACING, SEE DETAIL 2/L6.1

+/
- 

4'
-6

"

RETAINING WALL FOOTING BEYOND, SEE
STRUCTURAL DRAWINGS

SCALE:
RETAINING WALL AT OVERLOOK SECTION

NTS
1

SCALE:
STAIR AT PLAYGROUND LOOKING SOUTHWEST

N.T.S.
2

FG 1891.0

POURED IN PLACE FALL SURFACING,
SEE DETAIL 3/L6.1

SOIL BACKFIL

SCULPTURAL GFRC CLIMBING WALL
MECHANICALLY FASTENED TO
CONCRETE RETAINING WALL - GFRC
CONTRACTOR TO SUBMIT SHOP
DRAWINGS

GUARDRAIL METAL PLATE AND BOLT
ANCHORS

GUARDRAIL TYPE II, SEE DETAIL 2/L6.3

REINFORCED RETAINING WALL,
SEE STRUCTURAL DRAWINGS

FLOWER CHIMES PER MANUFACTURER'S
SPECIFICATIONS

TUNED DRUMS PER
MANUFACTURER'S SPECIFICATIONS

ARTIFICIAL TURF FALL
SURFACING, SEE DETAIL
1/L6.1

6" W X 12" H CONCRETE CURB
SEE DETAIL 3 SHEET L6.0

PERFORATED DRAINAGE PIPE BEHIND
ENTIRE LENGTH OF RETAINING
WALL, SEE STORMWATER PLANS

1/2" WASHED DRAIN ROCK WRAPPED
IN GEOTEXTILE FABRIC

SCULPTURAL GRFC OUTCROP BEYOND

4.5" CONC. SLAB WITH 8"
THICKENED EDGE & DOWELLED
EXP. JOINT AT TOP STAIR.

CONC. SLAB TO MATCH
MANUFACTURER'S POURED IN
PLACE SPECIFICATIONS WITH 8"
THICKENED EDGE & DOWELLED
EXP. JOINT AT BOTTOM STAIR.

POURED IN PLACE PLAYGROUND
SURFACING, SEE DETAIL 3/L6.1

COMPACTED 3/4" MINUS CRUSHED
AGGREGATE, TYP.

3'-0" TYP.

10" TYP. 2'-0" TYP.1'-0" TYP.

15
"

HAND RAIL BRACKETS SECURED
TO CONCRETE CHEEK WALL PER
MANUFACTURER'S
SPECIFICATIONS.

COMPACTED SUBGRADE PER
STRUCTURAL
CONCRETE FOOTING #4 BAR AT
18" O.C. EA. WAY, TYP.
4000 PSI CONCRETE STEP WITH #3
BAR AT NOSE, 1" BATTER AT
STAIR BASE, 1/2" RADIUS AS NOSE,
TYP.

FILTER FABRIC AS SPECIFIED.

85.78

91.1

2/L6.1

+/- 4'-6"

RETAINING WALL FOOTING
BEHIND, SEE STRUCTURAL

CONCRETE RETAINING WALL TO SUPPORT
GFRC, SEE STRUCTURAL

SCALE:
SLOPED SYNTHETIC LAWN PLAY AREA & TOWER SECTION - ACCESSIBLE ROUTE

NTS
4

BALANCE LOG, ID
SCULPTURE OR
APPROVED EQUAL,
ALTERNATE #7CONCRETE SIDEWALK,

SEE DETAIL 1/L6.0

LARGE STEPPING TREE STUMP, ID SCULPTURE OR APPROVED EQUAL, ALTERNATE #7
MEDIUM STEPPING TREE STUMP, ID SCULPTURE OR APPROVED
EQUAL, ALTERNATE #7

SMALL STEPPING TREE
STUMP, ID SCULPTURE
OR APPROVED EQUAL,
ALTERNATE #7

HOLLOW LOG, ID
SCULPTURE OR
APPROVED EQUAL,
ALTERNATE #7

LOOK OUT TOWER

TOWER SLIDES

ARTIFICIAL TURF FALL
SURFACING, SEE DETAIL
1/L6.1

POURED IN PLACE
FALL SURFACING,
SEE DETAIL 3/L6.1

SCULPTURAL GRFC
OUTCROP BEYOND

DOWELLED CONCRETE
SLAB FOR TOWER
BEYOND, SEE
STRUCTURAL

CONCRETE FOOTINGS FOR TOWER
BEYOND TYP., SEE STRUCTURAL

SEE STRUCTURAL DRAWINGS FOR
FOOTING REQUIREMENTS

COMPACT CRUSHED SURFACING TOP
COURSE

SCALE:
BONE SCULPTURE - ALT #6

1/4" = 1'-0"
3

EXPO 74 VERTIBRE BONE
SCULPTURE - OWNER FURNISHED
CONTRACTOR INSTALLED (OFCI)

EXISTING CONCRETE
BASE/FOOTING SET FLAT ON CSTC

NOTES:
1. CONTRACTOR TO PRESSURE WASH OR OTHERWISE CLEAN SCULPTURE AND SEAL AFTER

PLACEMENT.
2. CONTRACTOR TO VERIFY SIZE & DIMENSIONS FOR BONE SCULPTURE PRIOR TO PLACEMENT

AND INSTALL OF ADJACENT HARDSCAPE.

ADJACENT LANDSCAPE BED

ADJACENT SIDEWALK/
HARDSCAPE

4' MIN.
PROVIDE 4FT. MIN. CLEAR
WIDTH BETWEEN SCULPTURE
AND EDGE OF ADJACENT
LANDSCAPE
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ADJACENT CONCRETE
AREA

SAND PLAY PERIMETER CURB BEYOND

SCALE:
SAND PLAY AREA ADJACENT TO WATER PLAY AREA SECTION

NTS
1

1.1% SLOPE

GFRC ROCK WITH PIPE FOR WATER
JET, SEE LANDSCAPE MATERIALS
PLAN AND WATER PLAY SHEETS

BASALT BOULDER IN HARDSCAPE TYP., SEE
LANDSCAPE MATERIALS PLAN

BOTTOM OF CONCRETE BRAIDED STREAM WATER
CHANNEL

BRAIDED WATER CHANNEL SIDE WALL (IN BACKGROUND)

PIPE THROUGH BOULDER
FOR WATER JET, SEE
WATER PLAY SHEETS.

PARTIALLY BURIED CONCRETE
MAMMOTH SKELATON, ID SCULPTURE
OR EQUAL

BURIED CONCRETE VERTEBRAE FOSSIL,
ID SCULPTURE OR APPROVED EQUAL

18" H X 12" W CONCRETE SEAT WALL, SEE DETAIL 9/L6.0

BURIED CONCRETE SKULL
FOSSIL, ID SCULPTURE OR

APPROVED EQUAL

LANDSCAPE MOUND IN BEYOND
CONCRETE PAVER WITH CONCRETE
CURBS, SEE DETAIL 6/L6.0

SAND PLAY AREA, SEE
DETAIL 12/L6.0

PLANTING AREA, SEE PLANTING
SHEETS

6" X 12" CONCRETE CURB,
SEE DETAIL 3/L6.0

SEE SW SHEETS FOR
CATCH BASIN DETAIL

0.5% MIN SLOPE

12" PVC RETURN PIPE BACK TO
WATER FEATURE RESERVOIR TANK

APPROXIMATE
SCULPTURE FOOTING

 RESERVOIR TANK AT MECHANICAL/PUMP ROOM
ENCLOSURE - TANK & RETURN LINE STUB THROUGH

WALL INCLUDED IN BASE BID. ALL OTHER SPLASH
PAD BRAIDED STREAM COMPONENTS IN ALT. #1

BASE BID - PAVERS, LANDSCAPE, SAND PLAY AREA ALTERNATE #1 - RECIRCULATING WATER FEATURE (SPLASH PAD AND BRAIDED STREAM)

INVERT ELEVATION AT 1878.80
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BS/FG 1881.35 - MECHANICAL / PUMP ROOM FFE

SCALE:

MECHANICAL ENCLOSURE SECTION/ELEVATION
NTS

5

BS/FG 1883.75 - STAIR LANDING OUTSIDE GATE

NORTH STAIR RETAINING WALL

HANDRAIL BEYOND SOUTH RAMP/STAIR WALL

GRFC WALL

STAIR OUTSIDE OF GATE
BEYOND SOUTH RAMP/
STAIR WALL

RETAINING WALL - SEE STRUCTURAL
DRAWINGS

STAIR INSIDE GATE

HANDRAIL

STAIR CHEEK WALL

GAURDRAIL AT ACID AND CHLORINE TANKS
SEE SHEET L6.3 DETAIL 1

MECHANICAL ROOM WALLS - SEE SHEET
A2.0 DETAIL 1-4

RETAINING WALL - SEE STRUCTURAL

GFRC WALL AT SPLASH PAD

SUPPORT SLAB FOR GRFC

1884.70 APPROX. SPLASH PAD

TS 1886.08

VERIFY WITH GRADING PLAN

NOTES:
1. CONTRACTOR SHALL VERIFY ALL

GRADES WITH GRADING PLAN.
2. CONTRACTOR SHALL SUBMIT SHOP

DRAWINGS FOR APPROVAL PRIOR TO
FABRICATION OF HANDRAILS,
GUARDRAILS AND ANCHOR SYSTEMS.

1883.70

5
L6.6

L6.
64

1
L6

.7

L6
.6

3

L6
.62

1888.33 TW

1888.00 PHASE II SKATE PARK

1885.10 - INTERMEDIATE STAIR LANDING/TOP OF RAMP

1886.10 - TOP OR STAIRS

O&M WEST BUILDING WALL

GUARDRAIL - SEE SHEET L6.3 DETAIL 1

NORTH RAMP AND SKATE PARK
RETAINING WALL

1882.89 BOTTOM OF RAMP

5'-4"

6'-8"

8"

6'-0"
3" MAX.

WALL CHANGE IN
DIRECTION

8"

SURFACE MOUNT WALL
ANCHOR - SUBMIT SHOP

DRAWINGS FOR APPROVAL

REMOVABLE GUARDRAIL MOUNTING PLATE, TYP.
SEE DETAIL #12, SHEET L6.3

1884.93
1884.43

1883.43

1887.90
1887.50

1882.93

SCALE:

SKATE ENTRY SECTION
1/4" = 1'-0"

2

#4 REBAR AT 18"
O.C. EACH WAY

3000 PSI (4") CONCRETE SLAB W/
(8") THICK EDGE AND EXPANSION
JOINT AT STAIR/RAMP LANDING

(10") THICK 3000 PSI CONCRETE RETAINING
WALL W/ (1") CHAMFER BOTH SIDES AT NORTH
SIDE OF STAIR LANDING

C.I.P. SEAT WALL

SKATE
PARK
SURFACING
SEE SP
SHEETS

1886.00

GUARDRAIL TYPE 1. SEE DETAIL #1, SHEET L6.3

1883.93

1'-0"

6"

3'
-0

"

16"

4"

CHEEK WALL AND
HANDRAIL BEYOND

2'
-1

0"

5'-10"

FG 1882.90

NOTE:
1. VERIFY ALL GRADES

WITH GRADING PLANS.

FG 1887.75
TW 1888.20

SCALE:

SKATE ENTRY RAMP SECTION
1/4" = 1'-0"

3

TW 1886.00

(10") THICK 3000 PSI
CONCRETE WALL W/ (1")
CHAMFER BOTH SIDES AT

SOUTH SIDE OF RAMP

EXPANSION JOINT, TYP.

DOWEL JOINT

GRADE VARIES ON LOCATION

SKATE PARK
SURFACING
SEE SP SHEETS

GUARDRAIL TYPE 1. SEE DETAIL #1, SHEET L6.3

(10") THICK 3000 PSI CONCRETE WALL W/ (1")
CHAMFER BOTH SIDES AT NORTH SIDE OF RAMP

3000 PSI (4") CONCRETE SLAB W/
(8") THICK EDGE AND EXPANSION
JOINT AT STAIR/RAMP LANDING

COMPACTED FILL, TYP.

UNDISTURBED EARTH,
TYP.

6" COMPACTED ROCK BASE, TYP.

10"

10"

1'
-0

" 2'
-0

"

8"

9"

2'
-0

"
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SCALE:

SKATE PARK AND MECHANICAL ROOM SECTION PLAN
1' = 10'-0"

1
SCALE:

SKATE PARK ENTRY RAMP AND STAIR ELEVATION
NTS

4

L6.6

MECHANICAL ROOM & PARK ENTRY

1



GRFC WALL TO HIDE MECHANICAL
ROOM/PUMP ROOM

STEEL CUT PANEL FENCE GATE SEE
DETAIL 2 THIS SHEET

RETAINING WALL

MECHANICAL ROOM BEHIND WALL

SKATE PARK

PLAY/SLIDE
TOWER BEYOND, OFOI

GFRC ENTRY ROCK/
ERRATIC - CONCAVE TO
PREVENT CLIMBING, SEE LP
SHEETS

GFRC HILLSIDE BEYOND

ENTRY WALK

SLOPED LANDSCAPE
AGAINST GFRC ENTRY
ROCK - SEE PLANTING PLAN

FG 1886.00 - 

FG 1881.20

FG 1883.74 - ELV. AT GATE ENTRY

SCALE:

PARK ENTRY ELEVATION
NTS

1

6 
FT

. 
AP

PR
O

X.

"I COULD CONCEIVE NO GEOLOGICAL PROCESS OF
EROSION TO MAKE THIS TOPOGRAPHY EXCEPT

HUGE, VIOLENT RIVERS OF GLACIAL MELTWATER..."
- J. HARLEN BRETZ

QUOTATION SAND
BLASTED/IMPRINTED
INTO GFRC ENTRY WALL
- FINAL QUOTATION AND
FONT TO BE DETERMINED
AND APPROVED BY
OWNER PRIOR TO
INSTALL

BOTTOM OF TRANNY

FG 1884.00

VERIFY WITH GRADING PLAN
GFRC WALL TO HIDE
MECHANICAL ROOM/PUMP
ROOM - CONCAVE TO
PREVENT CLIMBING -
SEE GFRC ON LP SHEETS

GRFC RETAINING WALL AT
SKATE PARK

4X4 STEEL DOOR FRAME -
POWDER COATED DARK
BROWN - SUBMIT FOR
APPROVAL

DOOR HINGE

REVAMP PANEL
DECORATIVE CUT STEEL
DOOR/GATE - FRACTURED
PATTERN

DOOR HANDLE ASSEMBLY

FINISH GRADE/CONCRETE
WALK

MOUNTING PLATE -
WELDED TO FRAME

NOTES:
1. CONTRACTOR TO

PROVIDE SHOP
DRAWINGS FOR
DOOR ASSEMBLY
AND ATTACHMENTS.

2. HANDLE ASSEMBLY
SHALL BE LOCKING.
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SCALE:

MECH. ENCLOSURE GATE
NTS
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PARK ENTRY
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TW / TOP OF GFRC 1898.00

TOP OF SKATE 1894.00

1888.00 

1886.00

1884.00 

GFRC CLIMBING WALL

RETAINING WALL

SKATE PARK WALL AND SHOTCRETE
SEE SP SHEETS FOR SKATE PARK WALL AND
SURFACING DETAILS

PLAYGROUND
SURFACING

GAURDRAIL TYPE III

TOP OF GFRC VARIES
BASED ON LOCATION
VERIFY HEIGHT WITH

LP SHEETS AND
GRADING PLAN

42
" 

M
IN

.

SEE STRUCTURAL DRAWINGS FOR
FOOTINGS AND REINFORCING

TW / TOP OF GRFC 1898.00

1886.00

ARTIFICIAL TURF FALL SURFACING, SEE DETAIL 1/L6.1

FILL
MATERIAL

GFRC RAT SLAB
SUPPORT

1905.0 - TOP OF BASALT BLUFF

GFRC RETAINING WALL - SEE
STRUCTURAL DRAWINGS FOR WIDTH,
REINFORCING AND FOOTING DEPTH

WALL DRAIN -
COORDINATE WITH
STORMWATER DRAWINGS

EXISTING BLUFF ROCK EXTENTS
APPROXIMATE - CONTRACTOR TO
VERIFY LOCATION IN THE FIELD

SEE STRUCTURAL DRAWINGS FOR
WALL FOOTINGS AND REINFORCING

EXISTING NATURAL BASALT BLUFF - SLOPE AND
CONDITIONS MAY VARY - CONTRACTOR TO CLEAR AND
GRUB BASALT BLUFF TO ENSURE NO LOOSE ROCK

6" W X 12" H CONCRETE CURB SEE DETAIL 3/L6.0

CONCRETE WALL AND TYPE III HANDRAIL BEYOND

GRFC CLIMBING WALL

MULCH TREATMENT AREA BETWEEN BACK OF CURB
AND NATURALLY OCCURRING ROCK BLUFF. MULCH
SHALL BE 58" CLEAN CRUSHED BASALT AND INSTALLED
TO (1") INCH BELOW BACK OF CONCRETE CURB

FG 1894.83

6FT. MIN.
FALL ZONE

38
" 

IN
CH

ES

6"

3
L6

.8

2
L6.8

A

A'

B'
B
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L6.8

GFRC SECTIONS

1

SCALE:

GFRC PLAN SECTION LOCATIONS
1"=10'-0"

1

SCALE:

EAST WALL SECTION A-A'
NTS

2

SCALE:

NORTH WALL SECTION B-B'
NTS

3



SCALE:

TREE PROTECTION DETAIL
NTS

1

FE
N

CE
LI

N
E

PLAN VIEW

SECTION

NOTE:

TREE CROWN 

OUTLINE OF TREE CROWN (EDGE
OF DRIPLINE) CORRESPONDS WITH
ROOT SPREAD. FENCE  SHALL BE
PLACED AT EDGE OF TREE CROWN
(MINIMUM DISTANCE).

EXISTING GRADE.

* MAINTAIN PROTECTION UNTIL
CONSTRUCTION ACTIVITIES ARE
COMPLETED.

* IF LOWER LIMBS INTERFERE W/
WORK, TIE  UP W/ HEAVY JUTE
CORD.

* ADJUST DIAMETER OF
PROTECTIVE FENCE TO PREVENT
ANTICIPATED DAMAGE BY
EQUIPMENT.

TREE TRUNK

CROWN OF TREE.

OUTLINE OF TREE CROWN (EDGE
OF DRIPLINE) CORRESPONDS WITH
ROOT SPREAD. FENCE  SHALL BE
PLACED AT EDGE OF TREE CROWN
(MINIMUM DISTANCE).

X 
= 

PE
R 

PL
AN

T 
SC

H
ED

U
LE

X
X

Y 
= 

85
% 

O
F 

X

SCALE:

GROUNDCOVER PLANTING DETAIL
NTS

2

TILL NATIVE SOIL TO 12" DEPTH ADDING 3
CU. YDS. OF NITROLIZED HUMUS PER 1000
SQ. FT. ADD GYPSUM AT RATE OF 50 lbs.
PER 1000 SQ. FT. AND INCORPORATE INTO
TOP 6" OF SOIL. APPLY SURFLAN OR OTHER
PRE-EMERGENT (APPROVED BY  LANDSCAPE
ARCHITECT) TO ALL PERENNIAL BEDS AS PER
MANUFACTURER'S SPECIFICATIONS.

ALL PERENNIAL PLANTS TO BE PLANTED
ON CENTER AND IN A TRIANGULAR
PATTERN.

Y
Y
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PLANTING DETAILS

1

SCALE:

CITY OF SPOKANE STREET TREE PLANTING 
NTS

3
SCALE:

CITY OF SPOKANE SHRUB PLANTING 
NTS

4



SCALE:

ISOLATION VALVE
NTS

1

PVC MAINLINE

SET BOX PLUMB WITH FINISHED GRADE
PROVIDE EXTENSIONS AS NEEDED

THRUST BLOCK 6" X 12" X 12"

10" ROUND CARSON VALVE BOX OR EQUAL

2'
-0

" 
TO

 T
O

P 
O

F 
PI

PE

FINISHED GRADE

D.I. MALE ADAPTER "HARCO" OR
APPROVED EQUAL W/ JOINT
RESTRAINT.  (TYPICAL)

"HARCO" PIPE TO PIPE RESTRAINT JOINTS OR
APPROVED EQUAL, TWO JOINTS EACH SIDE OF
ISOLATION VALVE.

TAPE & BUNDLE CONTROL WIRE @
10' INTERVALS (DO NOT RUN WIRES
THROUGH THRUST BLOCK).

BRICKS (2 MIN.) FOR BOX SUPPORT.

LINE SIZED GATE VALVE
AS SHOWN ON PLANS

4" MIN. DEPTH OF 3/4" WASHED
GRAVEL.

TOP OF PIPE

3/4" 90 TXT SCH. 40

3/4" STREET SCH 40

PVC TEE SCHEDULE 40

PVC LATERAL LINE

3/4" STR. 90 SCH 40

FINISHED GRADE.

SCALE:

TURF ROTOR
NTS

5

3/4" SCH. 80 PVC NIPPLE, LENGTH
AS REQUIRED

3/4" SCH 80 NIPPLE,
LENGTH AS REQUIRED

18
'-0

"

'RAINBIRD' 5004 PC, FC, MPR &
'HUNTER' I-25-06-SS SERIES
ROTORS OR EQUAL

NOTE:
PROVIDE TWO (2) KEYS FOR THE PROJECT

3"

BRICKS (2 MIN. EACH SIDE) FOR BOX SUPPORT

PVC MAINLINE

24" LONG,  1" SCH. 40 STEEL PIPE
WITH  STAINLESS STEEL GEAR
CLAMP OR APPROVED EQUAL.

QUICK COUPLE VALVE AS
SPECIFIED.

SET BOX PLUMB WITH FINISHED GRADE
PROVIDE EXTENSIONS AS NEEDED.

4" MIN. DEPTH OF 3/4"
WASHED GRAVEL.

MOUNT ON GALVANIZED
TRIPLE SWING JOINT.

TAPE & BUNDLE CONTROL
WIRE @ 10' INTERVALS

SCALE:

QUICK COUPLER VALVE
NTS

2

VALVE BOX

ASPHALT PVMNT. OR UNPAVED AREA

1/2" STR. 90 SCH 40

AS REQUIRED

1/2" STR. SCH 40

1/2" 90 TXT SCH. 40

LATERAL PIPING

1/2" SCH. 80 PVC NIPPLE, LENGTH

FINISH GRADE / TURF

TOP OF PIPE

2'-0"

18
'-0

"

SCALE:

SPRAY HEAD
NTS

4

SCH 80 PVC NIPPLE
LENGTH AS REQUIRED

'RAINBIRD' 1806 SAMPRS POP-UP
SPRINKLER

SCALE:

SLEEVE TRENCH SECTION
NTS

6

2.  NO ROCKS SHALL BE PLACED AGAINST THE PIPE!

1.  BEDDING MATERIAL SHALL BE INSTALLED TO BASE MATERIAL OF PAVEMENT.

3.  DO NOT INSTALL LINES DIRECTLY OVER EACH OTHER.

NOTE:

SCH. 40 PVC SLEEVE. 24" MIN. COVER

4" CLEAR AROUND PIPE.

BEDDING MATERIAL: CLEAN SAND

PAVED  SURFACE W/BASE COURSE

4"

24
"

SCALE:

PIPE TRENCH SECTION
NTS

7

2.  NO ROCKS SHALL BE PLACED AGAINST THE PIPE!

1.  BEDDING MATERIAL SHALL BE INSTALLED TO 4" ABOVE PIPE.

3.  DO NOT INSTALL LINES DIRECTLY OVER EACH OTHER.

NOTE:

BACKFILL TRENCH FLUSH WITH
FINISHED GRADE.

SEPARATE TOPSOIL FROM SUBSOIL
AND REPLACE AS TOP LAYER WHEN
BACKFILL IS MADE.

MAINLINE/LATERAL LINE, DEPTH AS
SPECIFIED.

4" CLEAR AROUND PIPE.

4"

BEDDING MATERIAL: CLEAN SAND

CAP (IPS)
(PJ)

11.25° BEND
(IPS)

(PJ x PJ)

TEE w/ REDUCER
IN BRANCH &

RUN (IPS)
(PJ x PJ x PJ)

FLANGE
ADAPTER

CONNECTION
(IPS)

PJ x FLG

45° BEND (IPS)
(PJ x PJ)

22.5° BEND (IPS)
(PJ x PJ)

TEE (IPS)
(PJ x PJ x PJ)

90° BEND (IPS)
(PJ x PJ)

REDUCER (IPS)
(PJ x PJ)

PIPE BELL

"HARCO" JOINT RESTRAINTS WITH KNUCKLE
RESTRAINTS ON ALL ENDS OF FITTINGS - TYPICAL
(OR EQUAL)

A 4" X 2" REDUCER SHALL ALSO
HAVE ONE PIPE TO PIPE RESTRAINT
JOINT FOR FIRST UPSTREAM JOINT
BEFORE REDUCER.

"HARCO" DUCTILE IRON
FITTING (TYPICAL) (OR
EQUAL)

SCALE:

PIPE FITTING WITH JOINT RESTRAINT
NTS

3

3'
-0

"

TOP OF PIPE

WIRE CONNECTORS.

PROVIDE EXPANSION COILS FOR BOTH
CONTROL WIRES.

REMOTE CONTROL VALVE. SEE ZONE
SCHEDULE SHEET. CONNECT TO TWO
WIRE DECODERS.

NOTE:
SEE IRRIGATON PLAN
FOR TOTAL NUMBER OF
VALVES IN BOX, 4 MAX.
SUBMIT SHOP DRAWINGS

1'
-6

"

RETROFIT HATCH APD ALUMINUM.  DOUBLE DOOR.
MANUFACTURED BY U.S.F. FABRICATION INC.
RECESSED PADLOCK. 14" FLOOR PLATE.

UNDISTURBED OR COMPACTED SUBGRADE.

3'
-0

"

SCALE:

MULTI-REMOTE CONTROL VALVE BOX
3/4" = 1'-0"

9

ROMAC DOUBLE SADDLE TAP TO THREADED
CONNECTION - MOUNT ON SIDE OF MAINLINE

4" MAINLINE.  EXIT VAULT THROUGH KNOCK OUTS.
SCH. 80 PVC NIPPLE

SCH. 40 PVC ELBOW, TYPICAL

SCH. 80 PVC NIPPLE, TYPICAL
UNION, TYP.

SCH. 80 PVC NIPPLE

EXIT VAULT
THROUGH RAISED
BRICK GAPS.

M
AI

N

ROMAC DOUBLE SADDLE TAP TO THREADED
CONNECTION - MOUNT ON SIDE OF MAINLINE

LATERALS (TYP.)

UNION (TYP.)

2'-0"

USE COURSE OF DRY LAID CONCRETE
BRICKS AROUND PERIMETER OF
LOWER VAULT SECTION.  PLACE
UPPER VAULT SECTION ON BRICK
COURSE WITH GAPS IN BRICKS TO
ALLOW LATERAL PIPES TO PASS
THROUGH.

ELECTRIC REMOTE CONTROL VALVES (4 MAX)

4" X 4" X 8" CONCRETE BRICK COURSE.

2 EACH, WSDOT GRATE INLET CATCH BASIN 12"
RISERS K-UNIT VAULT.  (OUTSIDE DIM.54" X 37")

NOTE:
CONTRACTOR
REQUIRED TO
INSTALL BASELINE
DIRECT BURIAL
BICODERS MODEL
#'S BL-5201, BL
-5202 & BL-5402
AS VALVE LAYOUT
DICTATES.
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IRRIGATION DETAILS

1

SCALE:

CITY OF SPOKANE DRAIN VALVE
NTS

8
SCALE:

CITY OF SPOKANE METER/BACKFLOW ASSEMBLY
NTS

10



AA

PIPE 
SIZES

2"-4"
6"

TEES &
DEAD ENDS

ELLS

22-1/2° 45° 90°
A B A B A B A B
24"
33"

12"
18"

9"
18" 18"

18"
24" 24"12"

12" 12"17" 21"
32"

DIMENSION B = THICKNESS

SECTION A-A'

PLAN VIEWS

CONC. THRUST BLOCK

DEPTH TO THRUST
BLOCK VARIES

NOTES:
1. CENTER PIPE IN THE MIDDLE OF THRUST

BLOCK.
2. CONTRACTOR SHALL BE RESPONSIBLE FOR

CONSTRUCTING ADEQUATE THRUST BLOCKS IN
ALL PIPING INSTALLATION.

3. DO NOT RUN WIRES THROUGH THRUST
BLOCKS.

4. USE FORMS TO CONTROL CONCRETE.

CONTROL WIRE ON OPPOSITE
SIDE OF THRUST BLOCK

CONTROL WIRE ON OPPOSITE
SIDE OF THRUST BLOCK

A

B

A
ACONC. THRUST BLOCK

CONC. THRUST BLOCK

SCALE:

THRUST BLOCKS
1/4" = 1'-0"

5
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IRRIGATION DETAILS

1

MF MF MF

TREE TRUNK

REMOTE CONTROL VALVE WITH
DISC FILTER AND PRV

Techline® CV DRIPLINE.
FLOW, DRIPPER SPACING,
LINE SPACING PER NETAFIM
INSTALLATION GUIDELINES

17mm BLANK DRIPLINE
SUPPLY HEADER
MODEL: TLCVO

EXHAUST HEADER

MANUAL FLUSH VALVE (TYP)
MODEL: TLSOV

NOTES TO DESIGNER:
1. SEE Techline® CV TREE RING DOUBLE OR TRIPLE FOR DETAIL OF EACH SET OF RINGS.
2. FOR TOTAL SYSTEM FLOW GREATER THAN 5 GPM USE PVC TO CONNECT TREE RINGS, DOUBLE OR TRIPLE, AND SIZE

PVC APPROPRIATELY.

SQUARE CONFIGURATION

18"

Techline® CV SPACING PER NETAFIM
INSTALATION GUIDELINES

SCALE:

MULTIPLE TREE DRIP RING LAYOUT
NTS

4

MF

NOTES TO INSTALLER:

1. INSTALL FIRST Techline® CV LOOP
18-INCHES FROM CENTER OF TREE
TRUNK.  INSTALL EACH
ADDITIONAL LOOP PER NETAFIM
INSTALLATION GUIDELINES.

2. INSTALL Techline® CV DRIPLINE ON
SURFACE TO MAXIMUM OF
6-INCHES BELOW GRADE, STAPLE IN
PLACE PER MANUFACTURER'S
RECOMMENDATIONS, BACKFILL AND
SPREAD SURFACE TREATMENT AS
DIRECTED BY OTHERS.

3. INSTALL Techline® CV IN
ACCORDANCE WITH NETAFIM
INSTALLATION GUIDELINES.

18"

Techline® CV DRIPLINE. FLOW, DRIPPER
SPACING, LINE SPACING PER NETAFIM
INSTALLATION GUIDELINES

17mm BLANK DRIPLINE EXHAUST HEADER
MODEL: TLCVO

MANUAL FLUSH VALVE
PLUMBED TO PVC OR POLY
MODEL: TLSOV

INSERT TEE (TYP)
MODEL: TLTEE

TREE TRUNK

6-INCH SOIL STAPLE (TYP)
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Rhythmites

Rhythmites Entablature/Colonade

Entablature

Entablature Columnar Basalt Mix of Granite and Basalt

Colonnade Entablature (non-climbing)
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